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Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .
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NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 810 5 3/8" 4 7/8" 1.24

1 x 8 811 7 1/8" 6 5/8" 1.21

1 x 10 812 9 1/8" 8 5/8" 1.16

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” BOSTON SHIPLAP (S2S)		               									        	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 14
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CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .
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NAILING PATTERNS                      													           
NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDERNOMINAL SIZES			 

A USE SIDING OR BOX  NAILS TO 
FACE NAIL SHIPL AP PAT TERN. 
ONE PER BE ARING

LEGEND			                                                  	

DESCRIPTION															             

Shiplap Siding is available in a wide assortment patterns with smooth, rough, or saw-textured surface options. Shiplap siding provides 
a traditional-style appearance. This pattern allows for a 1/2” overlap (B). Allow for an approximate 1/8” gap (C) when installing patterns 
8” or wider.

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

NAIL TYPES	                            	

PROFILE VIEW			 

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 14

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 
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 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.
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B 1/2” = LENGTH OF  R ABBET. 
(OVERL AP)

C 1/8” = GAP FOR EXPANSION

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.
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