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NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 X 6 WP-2 5 7/16" 5 1/16" 1.16

1 X 8 WP-2 7 1/8" 6 7/8" 1.17

1 X 10 WP-2 9 1/8" 8 7/8" 1.13

1 X 12 WP-2 11 1/8" 10 7/8" 1.14

SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .
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LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  WP-2 - 1” T&G PANELING                    											          FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 06
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 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.
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CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.
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C

B S
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 
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NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

5/8 x 4 204 3 3/8" 3 1/16" 1.26

5/8 x 6 205 5 3/8" 5 3/16" 1.16

5/8 x 8 206 7 1/8" 6 15/16" 1.16
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5/8” T+G (V1S-S2S) 3/32”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 065/8” T&G (V1S-S2S) 3/32”	 V											         
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 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
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L
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 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
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C

C

B S
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 
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NOMINAL SIZE PATTERN NO. A B C CONVERSION FACTOR

1 x 6 616 5 3/8" 5 1/8" 2 1/16" 1.17

1 x 8 617 7 1/8" 6 7/8" 2 15/16" 1.16

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 061” T&G V&CV (S2S) 1/4” V		                               								      
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 « EXTERIOR
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BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.
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L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
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C
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 
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NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 WP-18 5 7/16" 5 1/16" 1.16

1 x 8 WP-18 7 1/8" 6 7/8" 1.17

1 x 10 WP-18 9 1/8" 8 7/8" 1.13

1 x 12 WP-18 11 1/8" 10 7/8" 1.13

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 07WP-18 - 1” T&G V&CV (S2S) 1/4” V											         

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS
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 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
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L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
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S

C

C

B S
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 
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NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 4 632 3 3/8" 3 1/8" 1.28

1 x 6 633 5 3/8" 5 1/8" 1.18

1 x 8 634 7 1/8" 6 7/8" 1.17

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 071” T&G (S2S-CM)														            

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS
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 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.
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L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 
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7/32”

7/32” 13/64”

9/32”9/32”

13/64”

11/16”

1/4”

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 4 632EE 3 3/8" 3 1/8" 1.28

1 x 6 633EE 5 3/8" 5 1/8" 1.18

1 x 8 634EE 7 1/8" 6 7/8" 1.17

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 071” T&G EE (S2S-CM)													           
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 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

1” T&G (V1S-S2S) 3/32” V

P A T T E R N

1” T&G (V1S-S2S) 3/32” V

1/4”

7/32”

7/32” 13/64”

9/32”9/32”

13/64”

11/16”

A

B1/4”

3/32” 3/32”

3/32” 3/32”

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 4 707 3 3/8" 3 1/8" 1.28

1 x 6 708 5 3/8" 5 1/8" 1.18

1 x 8 715 7 1/8" 6 7/8" 1.17

1 x 10 716 9 1/8" 8 7/8" 1.13

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 081” T&G (V1S-S2S) 3/32” V												          

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

1” T&G (V1S-S1S-SAW
-TEXTURED 1S) 3/32” V

P A T T E R N

1” T&G (V1S-S1S-SAW-TEXTURED 1S) 3/32” V

1/4”

7/32”

7/32” 13/64”

9/32”9/32”

13/64”

11/16”

A

B1/4”

3/32” 3/32”

3/32” 3/32”

3/32”3/32”3/32”

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 4 707R 3 3/8" 3 1/8" 1.28

1 x 6 708R 5 3/8" 5 1/8" 1.18

1 x 8 715R 7 1/8" 6 7/8" 1.17

1 x 10 716R 9 1/8" 8 7/8" 1.13

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” T&G (V2S-S1S-SAW-TEXTURED 1S) 3/32” V									        FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 08

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

1” T&G (V1S-S2S) 1/4” V

FR
0M

PAGE 3

P A T T E R N

1” T&G (V1S-S2S) 1/4” V

1/4”

7/32”

7/32”

1/4”

1/4”

5/32” 13/64”

9/32”9/32”

13/64”

11/16”

A

B

1/4”

F R 0 M

PAGE 3

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 4 709 3 3/8" 3 1/8" 1.28

1 x 6 711 5 3/8" 5 1/8" 1.18

1 x 8 712 7 1/8" 6 7/8" 1.17

1 x 10 713 9 1/8" 8 7/8" 1.13

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” T&G (V1S-S2S) 1/4” V												           FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 08

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

W
P-4

P A T T E R N

WP-4

15/64”

1/4”

3/16”

3/8”

1/4”

3/16”

9/32”

7/32”

7/16” 1/32”3/64”

A

B

1/4”

R 1/4”

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 WP-4 5 7/16" 5 1/16" 1.17

1 x 8 WP-4 7 1/8" 6 7/8" 1.16

1 x 10 WP-4 9 1/8" 8 7/8" 1.13

1 x 12 WP-4 11 1/8" 10 7/8" 1.13

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  WP-4 - 1” T&G (V1S-S2S) 1/4” V											          FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 09

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

1” T&G (V2S-S1S-SAW
-TEXTURED 1S) 1/4” V

P A T T E R N

1” T&G (V2S-S1S-SAW-TEXTURED 1S) 1/4” V

1/4”

7/32”

7/32”

1/4”

1/4”

5/32” 13/64”

9/32”9/32”

13/64”

11/16”

A

B

5/32”

5/32”

5/32”

1/4”

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 4 709R 3 3/8" 3 1/8" 1.28

1 x 6 711R 5 3/8" 5 1/8" 1.18

1 x 8 712R 7 1/8" 6 7/8" 1.17

1 x 10 713R 9 1/8" 8 7/8" 1.13

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” T&G (V2S-S1S-SAW-TEXTURED 1S) 1/4” V									        FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 09

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

1” T&G (MONTEREY PATTERN) 1/8” V

P A T T E R N

1” T&G (MONTEREY PATTERN) 1/8” V

1/4” 9/32”7/16”11/16”

A

B

7/64”
7/64”

7/64”
7/64”

7/64”

7/64”
3/32”

3/32”

3/8”
1/8” 1/8”

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 726R 5 3/8" 3" 1.20

1 x 8 727R 7 1/8" 6 3/4" 1.19

1 x 10 728R 9 1/8" 8 3/4" 1.15

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” T&G (V1S-S1S-SAW-TEXTURED 1S) 1/8” V	        								       	 FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 09

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

1” T&G (W
4PR) 1/4” V

FR
0M

PAGE 4

P A T T E R N

1” T&G (W4PR) 1/4” V

1/4”

7/32”

7/32”

3/8”

1/4”

5/32” 13/64”

9/32”13/32”

13/64”

11/16”

A

B

5/32”

5/32”

5/32”

1/4”

F R 0 M

PAGE 4

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 4 WP-4R 3 3/8" 3" 1.33

1 x 6 WP-4R 5 1/8" 5" 1.20

1 x 8 WP-4R 7 1/8" 6 3/4" 1.19

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  WP-4R - 1” T&G (V2S-S1S-SAW-TEXTURED 1S) 1/4” V		      						     	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 10

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

W
P-6

P A T T E R N

WP-6

9/32”

7/32”

7/16”

7/32”

15/64”

1/4”

3/4”

15/64”

3/8”

R 7/16” R 7/16”

A

B

R 1/4”

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 WP-6 5 7/16" 5 1/16" 1.17

1 x 8 WP-6 7 1/8" 6 3/8" 1.16

1 x 10 WP-6 9 1/8" 8 3/8" 1.13

1 x 12 WP-6 11 1/8" 10 3/8" 1.13

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  WP-6 - 1” PANELING AND SIDING											          	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 10

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

W
P-8

P A T T E R N

WP-8

15/64”

1/4”

13/64”

3/8”

3/16”

9/32”

7/32”

7/16” 1/32”

1/32”

1/2” 1/2”
1/16”

3/16”

A

B

R 5/16”R 1/4”

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 WP-8 5 7/16" 5 1/16" 1.17

1 x 8 WP-8 7 1/8" 6 7/8" 1.16

1 x 10 WP-8 9 1/8" 8 7/8" 1.13

1 x 12 WP-8 11 1/8" 10 7/8" 1.13

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  WP-8 - 1” PANELING AND SIDING											          	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 10

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

W
P-16

FR
0M

PAGE 5

P A T T E R N

WP-16

15/64”

1/4”

3/16”

3/8”

1/4”

3/16”

9/32”

7/32”

7/16” 1/32”3/64”

1/4”1/4” 1/4” 1”1”

3/16” 3/16”

A

B

R 1/4”

F R 0 M

PAGE 5

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 WP-16 5 7/16" 5 1/16" 1.17

1 x 8 WP-16 7 1/8" 6 7/8" 1.16

1 x 10 WP-16 9 1/8" 8 7/8" 1.13

1 x 12 WP-16 11 1/8" 10 7/8" 1.13

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  WP-16 - 1” PANELING AND SIDING											          	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 11

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 WP-2/WP-4 5 7/16" 5 1/16" 1.17

1 x 8 WP-2/WP-4 7 1/8" 6 7/8" 1.16

1 x 10 WP-2/WP-4 9 1/8" 8 7/8" 1.13

1 x 12 WP-2/WP-4 11 1/8" 10 7/8" 1.13

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

W
P-2 / W

P-4

P A T T E R N

WP-2 / WP-4

1/4”

13/64”

1/32” 5/16”
1/8”

13/16”

R 17/32”

13/16”

A

13/16”

B

5/16”
1/8” 3/16” 3/16”

3/16”

9/32”

1/32”

7/16”

3/8”

3/16” 1/32”3/16”

R 3/16” R 3/16”

3/64”

1/4”

R 1/4”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  WP-2/WP-4 - 1” PANELING AND SIDING										         	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 11

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 606 5 3/8" 5 1/8" 1.17

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

1” T&G DROP SIDING (S2S)

P A T T E R N

1” T&G DROP SIDING (S2S)

9/32”9/32”1/4”

7/32”

3/16”

1/4”

11/16”

3/16”

1/4”

1-1/4”

A

B

R 1-1/8”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” T&G DROP SIDING (S2S)												           	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 11

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 106 5 3/8" 5 1/8" 1.17

1 x 8 106 7 1/8" 6 7/8" 1.16

1 x 10 106 9 1/8" 8 7/8" 1.13

1 x 12 106 11 1/8" 10 7/8" 1.13

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

106

P A T T E R N

106

9/32”

13/64”

1-1/4”

A

B

1/4”

1/4”

15/64”

13/64”

5/16”

17/64”
R 1-1/8”

R 1/4”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  106 - 1” T&G DROP SIDING (S2S)											          	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 12

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

102

FR
0M

PAGE 6

P A T T E R N

102

9/32”

13/64”

1-1/4”

A

B

1/4”

1/4”

15/64”

13/64”

5/16”

17/64”

R 1/4”

F R 0 M

PAGE 6

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 102 5 3/8" 5" 1.17

1 x 8 102 7 1/8" 6 7/8" 1.16

1 x 10 102 9 1/8" 8 7/8" 1.13

1 x 12 102 11 1/8" 10 7/8" 1.13

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  102 - 1” PANELING AND SIDING											          	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 12

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 116 5 3/8" 5" 1.17

1 x 8 116 7 1/8" 6 7/8" 1.16

1 x 10 116 9 1/8" 8 7/8" 1.13

1 x 12 116 11 1/8" 10 7/8" 1.13

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

116

P A T T E R N

116

1/4”

3/16”

1/4”

1/2”

3/16” 3/16”

9/32”5/64” 3/64”

13/64”

A

B

5/16”

13/64”

1/4” 1/4”

R 1/4”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  116 - 1” PANELING AND SIDING       											         	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 12

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 4 - 3 3/8" 3 1/8" 1.28

1 x 6 - 5 3/8" 5 1/8" 1.17

1 x 8 - 7 1/8" 6 7/8" 1.16

1 x 10 - 9 1/8" 8 7/8" 1.13

1 x 12 - 11 1/8" 10 7/8" 1.13

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS |  V1.0 

P
A

TTER
N

S2S & CM 1/4 T&G

P A T T E R N

S2S & CM 1/4 T&G

1/4”

A

B

1/4”

1/4”

1/4”

9/32”

15/64”

5/16”

15/64”

R 1/4”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” T&G (S2S & CM) 1/4”												           	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 13

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS |  V1.0 

P
A

TTER
N

1” BOSTON SHIPLAP (S2S)

FR
0M

PAGE 7

P A T T E R N

1” BOSTON SHIPLAP (S2S)

11/16”

11/32”

11/32”

29/32”

11/32”

11/32”

1/2”

A

B

R 5/16” R 5/16”

F R 0 M

PAGE 7

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 810 5 3/8" 4 7/8" 1.24

1 x 8 811 7 1/8" 6 5/8" 1.21

1 x 10 812 9 1/8" 8 5/8" 1.16

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” BOSTON SHIPLAP (S2S)		               									        	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 14

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

1”

 « EXTERIOR

1/2”

3” » 4”
BETWEEN

1/8”

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           
NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDERNOMINAL SIZES			 

A USE SIDING OR BOX  NAILS TO 
FACE NAIL SHIPL AP PAT TERN. 
ONE PER BE ARING

LEGEND			                                                  	

DESCRIPTION															             

Shiplap Siding is available in a wide assortment patterns with smooth, rough, or saw-textured surface options. Shiplap siding provides 
a traditional-style appearance. This pattern allows for a 1/2” overlap (B). Allow for an approximate 1/8” gap (C) when installing patterns 
8” or wider.

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

NAIL TYPES	                            	

PROFILE VIEW			 

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 14

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
A 

B 

C 

B

1

C

1

2

B S

A 

B 

C 

1

A
B S

21

B 1/2” = LENGTH OF  R ABBET. 
(OVERL AP)

C 1/8” = GAP FOR EXPANSION

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

S

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 WP-5 5 7/16" 4 15/16" 1.17

1 x 8 WP-5 7 1/8" 6 5/8" 1.16

1 x 10 WP-5 9 1/8" 8 5/8" 1.13

1 x 12 WP-5 11 1/8" 10 5/8" 1.13

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS |  V1.0 

P
A

TTER
N

W
P-5

P A T T E R N

WP-5

A

B

23/64”

11/64”

3/16”

1/4”

1/2”

1/4” 1/4” 1/4”

11/64”

3/16”

23/64”

1/2”1-1/4” 1-1/4”

3/16” 3/16”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  WP-5 - 1” PANELING AND SIDING											          	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 14

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



 « EXTERIOR

1”

 « EXTERIOR

1/2”

3” » 4”
BETWEEN

1/8”

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           
NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDERNOMINAL SIZES			 

A USE SIDING OR BOX  NAILS TO 
FACE NAIL SHIPL AP PAT TERN. 
ONE PER BE ARING

LEGEND			                                                  	

DESCRIPTION															             

Shiplap Siding is available in a wide assortment patterns with smooth, rough, or saw-textured surface options. Shiplap siding provides 
a traditional-style appearance. This pattern allows for a 1/2” overlap (B). Allow for an approximate 1/8” gap (C) when installing patterns 
8” or wider.

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

NAIL TYPES	                            	

PROFILE VIEW			 

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 14

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
A 

B 

C 

B

1

C

1

2

B S

A 

B 

C 

1

A
B S

21

B 1/2” = LENGTH OF  R ABBET. 
(OVERL AP)

C 1/8” = GAP FOR EXPANSION

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

S

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 WP-7 5 7/16" 4 15/16" 1.17

1 x 8 WP-7 7 1/8" 6 5/8" 1.16

1 x 10 WP-7 9 1/8" 8 5/8" 1.13

1 x 12 WP-7 11 1/8" 10 5/8" 1.13

P
A

TTER
N

W
P-7

P A T T E R N

WP-7

A

B

23/64”

11/64”

3/16”

1/4”

1/2”

1/4” 1/4”

11/64”

3/16”

23/64”

1/2”1/4”

3/16”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  WP-7 - 1” PANELING AND SIDING											          	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 14

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 



 « EXTERIOR

1”

 « EXTERIOR

1/2”

3” » 4”
BETWEEN

1/8”

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           
NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDERNOMINAL SIZES			 

A USE SIDING OR BOX  NAILS TO 
FACE NAIL SHIPL AP PAT TERN. 
ONE PER BE ARING

LEGEND			                                                  	

DESCRIPTION															             

Shiplap Siding is available in a wide assortment patterns with smooth, rough, or saw-textured surface options. Shiplap siding provides 
a traditional-style appearance. This pattern allows for a 1/2” overlap (B). Allow for an approximate 1/8” gap (C) when installing patterns 
8” or wider.

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

NAIL TYPES	                            	

PROFILE VIEW			 

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 14

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
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B

1

C

1
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B S

A 

B 

C 

1

A
B S

21

B 1/2” = LENGTH OF  R ABBET. 
(OVERL AP)

C 1/8” = GAP FOR EXPANSION

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

S

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 WP-9 5 7/16" 4 7/8" 1.17

1 x 8 WP-9 7 1/8" 6 9/16" 1.16

1 x 10 WP-9 9 1/8" 8 9/16" 1.13

1 x 12 WP-9 11 1/8" 10 5/8" 1.13

P
A

TTER
N

W
P-9

P A T T E R N

WP-9

9/16”

1/2”

A

B

23/64” 23/64”

23/64” 23/64”
R 25/64” R 25/64”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  WP-9 - 1” SIDING													            	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 15

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 



 « EXTERIOR

1”

 « EXTERIOR

1/2”

3” » 4”
BETWEEN

1/8”

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           
NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDERNOMINAL SIZES			 

A USE SIDING OR BOX  NAILS TO 
FACE NAIL SHIPL AP PAT TERN. 
ONE PER BE ARING

LEGEND			                                                  	

DESCRIPTION															             

Shiplap Siding is available in a wide assortment patterns with smooth, rough, or saw-textured surface options. Shiplap siding provides 
a traditional-style appearance. This pattern allows for a 1/2” overlap (B). Allow for an approximate 1/8” gap (C) when installing patterns 
8” or wider.

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

NAIL TYPES	                            	

PROFILE VIEW			 

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 14

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
A 
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B

1

C

1
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B S

A 

B 

C 

1

A
B S

21

B 1/2” = LENGTH OF  R ABBET. 
(OVERL AP)

C 1/8” = GAP FOR EXPANSION

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

S

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 WP-11 5 7/16" 4 15/16" 1.17

1 x 8 WP-11 7 1/8" 6 5/8" 1.16

1 x 10 WP-11 9 1/8" 8 5/8" 1.13

1 x 12 WP-11 11 1/8" 10 5/8" 1.13

P
A

TTER
N

W
P-11

FR
0M

PAGE 8

P A T T E R N

WP-11

A

B

23/64”

11/64”

3/16”

1/2”

11/64”

3/16”

23/64”

1/2” 1/4” 1/4”

F R 0 M

PAGE 8

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  WP-11 - 1” SIDING													            	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 15

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 



 « EXTERIOR

1”

 « EXTERIOR

1/2”

3” » 4”
BETWEEN

1/8”

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           
NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDERNOMINAL SIZES			 

A USE SIDING OR BOX  NAILS TO 
FACE NAIL SHIPL AP PAT TERN. 
ONE PER BE ARING

LEGEND			                                                  	

DESCRIPTION															             

Shiplap Siding is available in a wide assortment patterns with smooth, rough, or saw-textured surface options. Shiplap siding provides 
a traditional-style appearance. This pattern allows for a 1/2” overlap (B). Allow for an approximate 1/8” gap (C) when installing patterns 
8” or wider.

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

NAIL TYPES	                            	

PROFILE VIEW			 

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 14

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
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1

A
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21

B 1/2” = LENGTH OF  R ABBET. 
(OVERL AP)

C 1/8” = GAP FOR EXPANSION

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

S

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 101 5 7/16" 5 1.17

1 x 8 101 7 1/8" 6 3/4" 1.16

1 x 10 101 9 1/8" 8 3/4" 1.13

1 x 12 101 11 1/8" 10 3/4" 1.13

P
A

TTER
N

101

P A T T E R N

101

23/64” 23/64”

23/64”

3/8”

3/8”

1-1/4”

A

B

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  101 - 1” SIDING														             	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 15
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LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 



 « EXTERIOR

1”

 « EXTERIOR

1/2”

3” » 4”
BETWEEN

1/8”

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           
NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDERNOMINAL SIZES			 

A USE SIDING OR BOX  NAILS TO 
FACE NAIL SHIPL AP PAT TERN. 
ONE PER BE ARING

LEGEND			                                                  	

DESCRIPTION															             

Shiplap Siding is available in a wide assortment patterns with smooth, rough, or saw-textured surface options. Shiplap siding provides 
a traditional-style appearance. This pattern allows for a 1/2” overlap (B). Allow for an approximate 1/8” gap (C) when installing patterns 
8” or wider.

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

NAIL TYPES	                            	

PROFILE VIEW			 

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 14

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
A 

B 

C 

B

1

C

1

2

B S

A 

B 

C 

1

A
B S

21

B 1/2” = LENGTH OF  R ABBET. 
(OVERL AP)

C 1/8” = GAP FOR EXPANSION

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.
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X N
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L
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L
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1 x 4

1 x 6

1 x 8

1 x 10

1 x 12
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 105 5 3/8" 5" 1.17

1 x 8 105 7 1/8" 6 7/8" 1.16

1 x 10 105 9 1/8" 8 7/8" 1.13

1 x 12 105 11 1/8" 10 7/8" 1.13

P
A

TTER
N

105

P A T T E R N

105

23/64” 23/64”

23/64”

3/8”

3/8”

1-1/4”

A

B

R 1-1/8”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  105 - 1” DROP SIDING													            	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 16

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 



 « EXTERIOR

1”

 « EXTERIOR

1/2”

3” » 4”
BETWEEN

1/8”

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           
NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDERNOMINAL SIZES			 

A USE SIDING OR BOX  NAILS TO 
FACE NAIL SHIPL AP PAT TERN. 
ONE PER BE ARING

LEGEND			                                                  	

DESCRIPTION															             

Shiplap Siding is available in a wide assortment patterns with smooth, rough, or saw-textured surface options. Shiplap siding provides 
a traditional-style appearance. This pattern allows for a 1/2” overlap (B). Allow for an approximate 1/8” gap (C) when installing patterns 
8” or wider.

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

NAIL TYPES	                            	

PROFILE VIEW			 

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 14

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
A 

B 

C 

B

1

C

1

2

B S

A 

B 

C 

1

A
B S

21

B 1/2” = LENGTH OF  R ABBET. 
(OVERL AP)

C 1/8” = GAP FOR EXPANSION

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

S

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 109 5 3/8" 5" 1.17

1 x 8 109 7 1/8" 6 7/8" 1.16

1 x 10 109 9 1/8" 8 7/8" 1.13

1 x 12 109 11 1/8" 10 7/8" 1.13

P
A

TTER
N

109

P A T T E R N

109

23/64” 23/64”

23/64”

3/8”

3/8”

1-1/4”

A

B

R 3/8”
23/64”

R 3/8”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  109 - 1” SIDING														             	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 16

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 



 « EXTERIOR

1”

 « EXTERIOR

1/2”

3” » 4”
BETWEEN

1/8”

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           
NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDERNOMINAL SIZES			 

A USE SIDING OR BOX  NAILS TO 
FACE NAIL SHIPL AP PAT TERN. 
ONE PER BE ARING

LEGEND			                                                  	

DESCRIPTION															             

Shiplap Siding is available in a wide assortment patterns with smooth, rough, or saw-textured surface options. Shiplap siding provides 
a traditional-style appearance. This pattern allows for a 1/2” overlap (B). Allow for an approximate 1/8” gap (C) when installing patterns 
8” or wider.

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

NAIL TYPES	                            	

PROFILE VIEW			 

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 14

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
A 

B 

C 

B

1

C

1

2

B S

A 

B 

C 

1

A
B S

21

B 1/2” = LENGTH OF  R ABBET. 
(OVERL AP)

C 1/8” = GAP FOR EXPANSION

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

S

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 - 5 3/8" 4 1/8" 1.17

1 x 8 - 7 1/8" 5 7/8" 1.16

1 x 10 - 9 1/8" 7 7/8" 1.13

1 x 12 - 11 1/8" 9 7/8" 1.13

P
A

TTER
N

CHANNEL RUSTIC SIDING

FR
0M

PAGE 9

P A T T E R N

CHANNEL RUSTIC SIDING

23/64” 23/64”

23/64”

1/2”

1/2”

1-1/4”

A

B

23/64”

F R 0 M

PAGE 9

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” CHANNEL RUSTIC SIDING		                            								       	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 16

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 



 « EXTERIOR

1/8”

1/2”

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
CHANNEL RUSTIC LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

NOMINAL SIZES			 

A USE ONE SIDING OR BOX 
NAILS PER BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

 Channel Rustic Patterns feature a 1/2” overlap (rabbet, C), including an approximate 1/8” gap (B) and a 1” to 1 1/4” channel when 
installed. This allows for a maximum dimensional change without adversely affecting appearance in climates of highly variable moisture. 
Available in both smooth or saw-textured surfact options.

ALIGNMENTS			 

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation. 

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 16

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1 1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

B 1/8” = GAP FOR EXPANSION

C

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).
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B

S

B S

B S
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 4 - 4 1/2" 4" 1.17

1 x 6 - 5 1/2" 5" 1.16

1 x 8 - 7 1/4" 6 3/4" 1.13

1 x 10 - 9 1/4" 8 3/4" 1.13

1 x 12 - 11 1/4" 10 3/4" 1.13

P
A

TTER
N

SHIPLAP-1/2 LAP

P A T T E R N

SHIPLAP-1/2 LAP

3/8”

3/8”

3/8”

3/8”

1/2”

A

B

1/2”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” SHIPLAP - 1/2” LAP													            	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 17

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 



 « EXTERIOR

1”

 « EXTERIOR

1/2”

3” » 4”
BETWEEN

1/8”

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           
NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDERNOMINAL SIZES			 

A USE SIDING OR BOX  NAILS TO 
FACE NAIL SHIPL AP PAT TERN. 
ONE PER BE ARING

LEGEND			                                                  	

DESCRIPTION															             

Shiplap Siding is available in a wide assortment patterns with smooth, rough, or saw-textured surface options. Shiplap siding provides 
a traditional-style appearance. This pattern allows for a 1/2” overlap (B). Allow for an approximate 1/8” gap (C) when installing patterns 
8” or wider.

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

NAIL TYPES	                            	

PROFILE VIEW			 

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 14

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
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B

1

C

1
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1
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21

B 1/2” = LENGTH OF  R ABBET. 
(OVERL AP)

C 1/8” = GAP FOR EXPANSION

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.
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1 x 6

1 x 8

1 x 10

1 x 12
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 4 - 3 1/2" 3 1/8" 1.17

1 x 6 - 5 1/2" 5 1/8" 1.16

1 x 8 - 7 1/4" 6 7/8" 1.13

1 x 10 - 9 1/4" 8 7/8" 1.13

1 x 12 - 11 1/4" 10 7/8" 1.13P
A

TTER
N

SHIPLAP-3/8 LAP

P A T T E R N

SHIPLAP-3/8 LAP

3/8”

3/8”

3/8”

3/8”

3/8”

A

B

3/8”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” SHIPLAP - 3/8” LAP													            	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 17

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 



 « EXTERIOR

1”

 « EXTERIOR

1/2”

3” » 4”
BETWEEN

1/8”

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
SHIPLAP LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           
NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDERNOMINAL SIZES			 

A USE SIDING OR BOX  NAILS TO 
FACE NAIL SHIPL AP PAT TERN. 
ONE PER BE ARING

LEGEND			                                                  	

DESCRIPTION															             

Shiplap Siding is available in a wide assortment patterns with smooth, rough, or saw-textured surface options. Shiplap siding provides 
a traditional-style appearance. This pattern allows for a 1/2” overlap (B). Allow for an approximate 1/8” gap (C) when installing patterns 
8” or wider.

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

NAIL TYPES	                            	

PROFILE VIEW			 

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 14

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
A 

B 

C 

B

1

C

1

2

B S

A 

B 

C 

1

A
B S

21

B 1/2” = LENGTH OF  R ABBET. 
(OVERL AP)

C 1/8” = GAP FOR EXPANSION

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.
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1 x 4

1 x 6

1 x 8

1 x 10

1 x 12
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

1X6 LOG CABIN SIDING

FR
0M

PAGE 10

P A T T E R N

1X6 LOG CABIN SIDING

4-7/8”

5-3/8”

1-1/8”

5/16” 5/16”

1/2”

11/16” 1/8”
6/16”

1/4”

F R 0 M

PAGE 10

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE --

- - - - -

- - - - -

- - - - -

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  LOG CABIN SIDING (1” x 6”)												           	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 18
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LUMBER PATTERN DATA SHEET
LOG CABIN LUMBER PATTERNS | V1.0 



 « EXTERIOR

1/8”

1/2”

3” » 4”
BETWEEN

 « EXTERIOR

1 ½”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
LOG CABIN LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

NOMINAL SIZES			 

A USE ONE SIDING OR BOX 
NAILS PER BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Log Cabin Patterns are 1 1/2” thick at the thickest point. These patterns are ideally suited to informal building in a rustic settings. 
Log Cabin may be milled from appearance grades (‘Commons’) or dimension grades (2x material). Allow for a 1/2” overlap (rabbet, C), 
including an approximate 1/8” gap (B).

ALIGNMENTS			 

Horizontal

Vertical

1 1/2 x 6

1 1/2 x 8

1 1/2 x 10

1 1/2 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation. 

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 18

POSITION LOWER NAIL 1 1/2”  
FROM THE BOT TOM.

1
1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B 1/8” = GAP FOR EXPANSION

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).

B

C

A

B

S

B S

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

1X8 LOG CABIN SIDING

P A T T E R N

1X8 LOG CABIN SIDING

6-11/16”

7-3/16”

1-3/16”

3/8” 3/8”

1/2”

23/32”
1/8”

11/32” 7/32”

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE --

- - - - -

- - - - -

- - - - -

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  LOG CABIN SIDING (1” x 8”)           											          	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 18

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
LOG CABIN LUMBER PATTERNS | V1.0 



 « EXTERIOR

1/8”

1/2”

3” » 4”
BETWEEN

 « EXTERIOR

1 ½”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
LOG CABIN LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

NOMINAL SIZES			 

A USE ONE SIDING OR BOX 
NAILS PER BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Log Cabin Patterns are 1 1/2” thick at the thickest point. These patterns are ideally suited to informal building in a rustic settings. 
Log Cabin may be milled from appearance grades (‘Commons’) or dimension grades (2x material). Allow for a 1/2” overlap (rabbet, C), 
including an approximate 1/8” gap (B).

ALIGNMENTS			 

Horizontal

Vertical

1 1/2 x 6

1 1/2 x 8

1 1/2 x 10

1 1/2 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation. 

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 18

POSITION LOWER NAIL 1 1/2”  
FROM THE BOT TOM.

1
1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B 1/8” = GAP FOR EXPANSION

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).

B

C

A

B

S

B S

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

2X6 LOG CABIN SIDING

P A T T E R N

2X6 LOG CABIN SIDING

5-1/8”

4-5/8”

1/2” 1/2”

1/2”

1-1/4”

1-1/8”

1/8”

3/4”
5/8”

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE --

- - - - -

- - - - -

- - - - -

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  LOG CABIN SIDING (2” x 6”)             						                           				   	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 18

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
LOG CABIN LUMBER PATTERNS | V1.0 



 « EXTERIOR

1/8”

1/2”

3” » 4”
BETWEEN

 « EXTERIOR

1 ½”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
LOG CABIN LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

NOMINAL SIZES			 

A USE ONE SIDING OR BOX 
NAILS PER BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Log Cabin Patterns are 1 1/2” thick at the thickest point. These patterns are ideally suited to informal building in a rustic settings. 
Log Cabin may be milled from appearance grades (‘Commons’) or dimension grades (2x material). Allow for a 1/2” overlap (rabbet, C), 
including an approximate 1/8” gap (B).

ALIGNMENTS			 

Horizontal

Vertical

1 1/2 x 6

1 1/2 x 8

1 1/2 x 10

1 1/2 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation. 

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 18

POSITION LOWER NAIL 1 1/2”  
FROM THE BOT TOM.

1
1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B 1/8” = GAP FOR EXPANSION

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).

B

C

A

B

S

B S

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

2X8 LOG CABIN SIDING

P A T T E R N

2X8 LOG CABIN SIDING

6-39/64”

7”

25/32”

25/64” 25/64”

25/64”

1-1/16”
1/8”

43/64”
35/64”

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE --

- - - - -

- - - - -

- - - - -

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  LOG CABIN SIDING (2” x 8”)-OPTION 1.116     									        	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 18

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
LOG CABIN LUMBER PATTERNS | V1.0 



 « EXTERIOR

1/8”

1/2”

3” » 4”
BETWEEN

 « EXTERIOR

1 ½”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
LOG CABIN LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

NOMINAL SIZES			 

A USE ONE SIDING OR BOX 
NAILS PER BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Log Cabin Patterns are 1 1/2” thick at the thickest point. These patterns are ideally suited to informal building in a rustic settings. 
Log Cabin may be milled from appearance grades (‘Commons’) or dimension grades (2x material). Allow for a 1/2” overlap (rabbet, C), 
including an approximate 1/8” gap (B).

ALIGNMENTS			 

Horizontal

Vertical

1 1/2 x 6

1 1/2 x 8

1 1/2 x 10

1 1/2 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation. 

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 18

POSITION LOWER NAIL 1 1/2”  
FROM THE BOT TOM.

1
1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B 1/8” = GAP FOR EXPANSION

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).

B

C

A

B

S

B S

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE --

- - - - -

- - - - -

- - - - -

P
A

TTER
N

2X8 LOG CABIN SIDING

FR
0M

PAGE 11 INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  LOG CABIN SIDING (2” x 8”)-OPTION 1.716     									        	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 19

P A T T E R N

2X8 LOG CABIN SIDING

6-5/8”

7-1/8”

7/8”

3/8” 3/8”

1/2”

1-7/16”

1/8”

1-1/16” 3/4”

F R 0 M

PAGE 11

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
LOG CABIN LUMBER PATTERNS | V1.0 



 « EXTERIOR

1/8”

1/2”

3” » 4”
BETWEEN

 « EXTERIOR

1 ½”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
LOG CABIN LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

NOMINAL SIZES			 

A USE ONE SIDING OR BOX 
NAILS PER BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Log Cabin Patterns are 1 1/2” thick at the thickest point. These patterns are ideally suited to informal building in a rustic settings. 
Log Cabin may be milled from appearance grades (‘Commons’) or dimension grades (2x material). Allow for a 1/2” overlap (rabbet, C), 
including an approximate 1/8” gap (B).

ALIGNMENTS			 

Horizontal

Vertical

1 1/2 x 6

1 1/2 x 8

1 1/2 x 10

1 1/2 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation. 

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 18

POSITION LOWER NAIL 1 1/2”  
FROM THE BOT TOM.

1
1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B 1/8” = GAP FOR EXPANSION

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).

B

C

A

B

S

B S

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE --

- - - - -

- - - - -

- - - - -

P
A

TTER
N

2X8 LOG CABIN SIDING

P A T T E R N

2X8 LOG CABIN SIDING

1/2”

1/2”

1/2”

1”

6-1/2”

7”

1-27/64”

1/8”

59/64” 51/64”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  LOG CABIN SIDING (2” x 8”)-OPTION 1.2764  									        	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 19

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
LOG CABIN LUMBER PATTERNS | V1.0 



 « EXTERIOR

1/8”

1/2”

3” » 4”
BETWEEN

 « EXTERIOR

1 ½”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
LOG CABIN LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

NOMINAL SIZES			 

A USE ONE SIDING OR BOX 
NAILS PER BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Log Cabin Patterns are 1 1/2” thick at the thickest point. These patterns are ideally suited to informal building in a rustic settings. 
Log Cabin may be milled from appearance grades (‘Commons’) or dimension grades (2x material). Allow for a 1/2” overlap (rabbet, C), 
including an approximate 1/8” gap (B).

ALIGNMENTS			 

Horizontal

Vertical

1 1/2 x 6

1 1/2 x 8

1 1/2 x 10

1 1/2 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation. 

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 18

POSITION LOWER NAIL 1 1/2”  
FROM THE BOT TOM.

1
1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B 1/8” = GAP FOR EXPANSION

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).

B

C

A

B

S

B S

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE --

- - - - -

- - - - -

- - - - -

P
A

TTER
N

2X8 LOG CABIN SIDING

P A T T E R N

2X8 LOG CABIN SIDING

1/2”

7/16”

1/2”

7/16”

6-9/16”

7”

1-7/16”

1/8”

15/16”
15/16”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  LOG CABIN SIDING (2” x 8”)-OPTION 1.716.2									        	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 19

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
LOG CABIN LUMBER PATTERNS | V1.2 



 « EXTERIOR

1/8”

1/2”

3” » 4”
BETWEEN

 « EXTERIOR

1 ½”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
LOG CABIN LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

NOMINAL SIZES			 

A USE ONE SIDING OR BOX 
NAILS PER BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Log Cabin Patterns are 1 1/2” thick at the thickest point. These patterns are ideally suited to informal building in a rustic settings. 
Log Cabin may be milled from appearance grades (‘Commons’) or dimension grades (2x material). Allow for a 1/2” overlap (rabbet, C), 
including an approximate 1/8” gap (B).

ALIGNMENTS			 

Horizontal

Vertical

1 1/2 x 6

1 1/2 x 8

1 1/2 x 10

1 1/2 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation. 

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 18

POSITION LOWER NAIL 1 1/2”  
FROM THE BOT TOM.

1
1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B 1/8” = GAP FOR EXPANSION

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).

B

C

A

B

S

B S

B S
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 4 - 3 1/2" - 1.60

1 x 5 - 4 1/2" - 1.42

1 x 6 - 5 1/2" - 1.33

P A T T E R N

BEVEL SIDING

A

15/32”
3/16”

3/16”
15/32”

F R 0 M

PAGE 12

P
A

T T E R
N

BEVEL SIDING

F R
0 M

PAGE 12

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” BEVEL SIDING														            	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 20

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
BEVEL LUMBER PATTERNS | V1.0 



 « EXTERIOR

1”

 « EXTERIOR

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
BEVEL LUMBER PATTERNS | V1.0 

B

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A ONE SIDING OR BOX NAILS. 
ONE PER BE ARING, PL ACE 1” 
FROM BOT TOM EDGE.

LEGEND			                                                  	

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

DESCRIPTION															             

Bevel Patterns include Bungalow or (“Colonial”) patterns which are slightly thicker than Bevel. Either pattern can be used with the 
smooth or saw-faced surface exposed. These patterns provide a traditional-style appearance. When installing, recommend a 1” 
overlap (1). 

ALIGNMENTS			 

Horizontal

Vertical

1

NAIL TYPES	                            	

PROFILE VIEW			 

21

1

A profile view of the pattern 
before installation. (Bevel - left; 
Colonial - right)

! �WARNING: Do not nail through 
any of the over-lapping pieces.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 20

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.  
(OVERL AP)

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

ABO
X N

AI
L

SI
DI

NG
 N

AI
L

1/2 x 2

1/2 x 4

1/2 x 5

1/2 x 6

5/8 x 8

5/8 x 10

3/4 x 6

3/4 x 8

3/4 x 10

B

S

B S

B S
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 - 5 3/8" 4 1/8" 1.17

1 x 8 - 7 1/8" 5 7/8" 1.16

1 x 10 - 9 1/8" 7 7/8" 1.13

1 x 12 - 11 1/8" 9 7/8" 1.13

P
A

T T E R
N

COLONIAL SIDING

P A T T E R N

COLONIAL SIDING

A

3/16”

3/16”

3/4”

3/4”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” COLONIAL BEVEL SIDING												           	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 20
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 « EXTERIOR

1”

 « EXTERIOR

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
BEVEL LUMBER PATTERNS | V1.0 

B

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A ONE SIDING OR BOX NAILS. 
ONE PER BE ARING, PL ACE 1” 
FROM BOT TOM EDGE.

LEGEND			                                                  	

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

DESCRIPTION															             

Bevel Patterns include Bungalow or (“Colonial”) patterns which are slightly thicker than Bevel. Either pattern can be used with the 
smooth or saw-faced surface exposed. These patterns provide a traditional-style appearance. When installing, recommend a 1” 
overlap (1). 

ALIGNMENTS			 

Horizontal

Vertical

1

NAIL TYPES	                            	

PROFILE VIEW			 

21

1

A profile view of the pattern 
before installation. (Bevel - left; 
Colonial - right)

! �WARNING: Do not nail through 
any of the over-lapping pieces.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 20

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.  
(OVERL AP)

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

ABO
X N

AI
L

SI
DI

NG
 N

AI
L

1/2 x 2

1/2 x 4

1/2 x 5

1/2 x 6

5/8 x 8

5/8 x 10

3/4 x 6

3/4 x 8

3/4 x 10

B

S

B S

B S
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

DOLLY VARDEN SIDING

P A T T E R N

DOLLY VARDEN SIDING

5/16” 1/2” 5/16”

5/16” 5/16”1/2”

A

21/32”

21/32”

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 - 5 1/2" - 1.20

1 x 8 - 7 1/4" - 1.19

1 x 10 - 9 1/4" - 1.14

1 x 12 - 11 1/4" - 1.12

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” DOLLY VARDEN SIDING												           	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 20

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS
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 « EXTERIOR

1/2”

1/8”

1”

 « EXTERIOR

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
DOLLY VARDEN LUMBER PATTERNS | V1.0 

C

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A ONE SIDING OR BOX NAILS. 
ONE PER BE ARING, PL ACE 1” 
FROM BOT TOM EDGE.

LEGEND			                                                  	

DESCRIPTION															             

Dolly Varden Patterns are thicker than Bevel and feature a rabbeted [knotched] lower edge. They can be surfaced smooth or saw-
textured. These patterns provide a traditional-style appearance. Allow for a 1/2” over-lap (C) and allow for an approximate 1/8” gap 
when installing patterns 8” and wider (B).

ALIGNMENTS			 

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

1

NAIL TYPES	                            	

PROFILE VIEW			 

1 x 6

1 x 8

1 x 10

1 x 12

21

1A profile view of the pattern 
before installation. (Dolly 
Varden - left; Dolly Varden 
[Thick] - right)

! �WARNING: Do not nail through 
any of the over-lapping pieces.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 20

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

A

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

C

C

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).

B 1/8” = GAP FOR EXPANSION

S TA NDA RD
DOLLY VA RDEN

T HICK
DOLLY VA RDEN

B

S

B SB S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 - 5 1/2" - 1.20

1 x 8 - 7 1/4" - 1.19

1 x 10 - 9 1/4" - 1.14

1 x 12 - 11 1/4" - 1.12

P
A

TTER
N

(THICK) DOLLY VARDEN SIDING

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” [THICK] DOLLY VARDEN SIDING											          	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 21

P A T T E R N

(THICK) DOLLY VARDEN SIDING

13/32” 1/2” 13/32”

A

13/32” 13/32”1/2”

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
DOLLY VARDEN LUMBER PATTERNS | V1.0 



 « EXTERIOR

1/2”

1/8”

1”

 « EXTERIOR

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
DOLLY VARDEN LUMBER PATTERNS | V1.0 

C

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A ONE SIDING OR BOX NAILS. 
ONE PER BE ARING, PL ACE 1” 
FROM BOT TOM EDGE.

LEGEND			                                                  	

DESCRIPTION															             

Dolly Varden Patterns are thicker than Bevel and feature a rabbeted [knotched] lower edge. They can be surfaced smooth or saw-
textured. These patterns provide a traditional-style appearance. Allow for a 1/2” over-lap (C) and allow for an approximate 1/8” gap 
when installing patterns 8” and wider (B).

ALIGNMENTS			 

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

1

NAIL TYPES	                            	

PROFILE VIEW			 

1 x 6

1 x 8

1 x 10

1 x 12

21

1A profile view of the pattern 
before installation. (Dolly 
Varden - left; Dolly Varden 
[Thick] - right)

! �WARNING: Do not nail through 
any of the over-lapping pieces.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 20

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

A

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

C

C

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).

B 1/8” = GAP FOR EXPANSION

S TA NDA RD
DOLLY VA RDEN

T HICK
DOLLY VA RDEN

B

S

B SB S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1/2 x 4 320R 3 3/8" - 1.60

1/2 x 5 321R 4 1/2" - 1.43

1/2 x 6 322R 5 1/2" - 1.34

1/2 x 8 323R 7 1/4" - 1.28

P
A

T T E R
N

1/2” PLAIN SAW
-TEXTURED BEVEL SIDING (S1S2E)

F R
0 M

PAGE 13

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1/2” PLAIN SAW-TEXTURED BEVEL SIDING (S1S2E)								       	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 21

P A T T E R N

1/2” PLAIN SAW-TEXTURED BEVEL SIDING (S1S2E)

3/16”
7/16”

A

F R 0 M

PAGE 13
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LUMBER PATTERN DATA SHEET
BEVEL LUMBER PATTERNS | V1.0 



 « EXTERIOR

1”

 « EXTERIOR

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
BEVEL LUMBER PATTERNS | V1.0 

B

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A ONE SIDING OR BOX NAILS. 
ONE PER BE ARING, PL ACE 1” 
FROM BOT TOM EDGE.

LEGEND			                                                  	

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

DESCRIPTION															             

Bevel Patterns include Bungalow or (“Colonial”) patterns which are slightly thicker than Bevel. Either pattern can be used with the 
smooth or saw-faced surface exposed. These patterns provide a traditional-style appearance. When installing, recommend a 1” 
overlap (1). 

ALIGNMENTS			 

Horizontal

Vertical

1

NAIL TYPES	                            	

PROFILE VIEW			 

21

1

A profile view of the pattern 
before installation. (Bevel - left; 
Colonial - right)

! �WARNING: Do not nail through 
any of the over-lapping pieces.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 20

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.  
(OVERL AP)

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

ABO
X N

AI
L
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L

1/2 x 2

1/2 x 4

1/2 x 5

1/2 x 6

5/8 x 8

5/8 x 10

3/4 x 6

3/4 x 8

3/4 x 10
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S

B S
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V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

T T E R
N

3/4” PLAIN SAW
-TEXTURED BEVEL SIDING (S1S2E)

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

3/4 x 6 329R 5 1/2" - 1.34

3/4 x 8 330R 7 1/4" - 1.28

3/4 x 10 331R 9 1/4" - 1..22

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  3/4” PLAIN SAW-TEXTURED BEVEL SIDING (S1S2E)								       	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 21

P A T T E R N

3/4” PLAIN SAW-TEXTURED BEVEL SIDING (S1S2E)

3/16”

11/16”

A
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 « EXTERIOR

1”

 « EXTERIOR

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
BEVEL LUMBER PATTERNS | V1.0 

B

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A ONE SIDING OR BOX NAILS. 
ONE PER BE ARING, PL ACE 1” 
FROM BOT TOM EDGE.

LEGEND			                                                  	

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

DESCRIPTION															             

Bevel Patterns include Bungalow or (“Colonial”) patterns which are slightly thicker than Bevel. Either pattern can be used with the 
smooth or saw-faced surface exposed. These patterns provide a traditional-style appearance. When installing, recommend a 1” 
overlap (1). 

ALIGNMENTS			 

Horizontal

Vertical

1

NAIL TYPES	                            	

PROFILE VIEW			 

21

1

A profile view of the pattern 
before installation. (Bevel - left; 
Colonial - right)

! �WARNING: Do not nail through 
any of the over-lapping pieces.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 20

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.  
(OVERL AP)

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

ABO
X N

AI
L

SI
DI

NG
 N

AI
L

1/2 x 2

1/2 x 4

1/2 x 5

1/2 x 6

5/8 x 8

5/8 x 10

3/4 x 6

3/4 x 8

3/4 x 10

B

S

B S

B S
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

1/2” RABBETED BEVEL SIDING (S1S2E)

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1/2 x 6 360 3 1/2" - 1.28

1/2 x 8 362 5 1/2" - 1.17

1/2 x 10 363 7 1/4" - 1.17

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1/2” RABBETED BEVEL SIDING (S1S2E)										         	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 22

P A T T E R N

1/2” RABBETED BEVEL SIDING (S1S2E)

3/16”
7/16”

A

3/16”

1/2”
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 « EXTERIOR

1/2”

1/8”

1”

 « EXTERIOR

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
DOLLY VARDEN LUMBER PATTERNS | V1.0 

C

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A ONE SIDING OR BOX NAILS. 
ONE PER BE ARING, PL ACE 1” 
FROM BOT TOM EDGE.

LEGEND			                                                  	

DESCRIPTION															             

Dolly Varden Patterns are thicker than Bevel and feature a rabbeted [knotched] lower edge. They can be surfaced smooth or saw-
textured. These patterns provide a traditional-style appearance. Allow for a 1/2” over-lap (C) and allow for an approximate 1/8” gap 
when installing patterns 8” and wider (B).

ALIGNMENTS			 

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

1

NAIL TYPES	                            	

PROFILE VIEW			 

1 x 6

1 x 8

1 x 10

1 x 12

21

1A profile view of the pattern 
before installation. (Dolly 
Varden - left; Dolly Varden 
[Thick] - right)

! �WARNING: Do not nail through 
any of the over-lapping pieces.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 20

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

A

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

C

C

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).

B 1/8” = GAP FOR EXPANSION

S TA NDA RD
DOLLY VA RDEN

T HICK
DOLLY VA RDEN

B

S

B SB S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

3/4 x 6 371 5 1/2" - 1.17

3/4 x 8 372 7 1/4" - 1.17

3/4 x 10 373 9 1/4" - 1.13

P
A

TTER
N

3/4” RABBETED BEVEL SIDING (S1S2E)

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  3/4” RABBETED BEVEL SIDING (S1S2E)										         	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 22

P A T T E R N

3/4” RABBETED BEVEL SIDING (S1S2E)

9/32”

11/16”

A

9/32”

1/2”
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 « EXTERIOR

1/2”

1/8”

1”

 « EXTERIOR

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
DOLLY VARDEN LUMBER PATTERNS | V1.0 

C

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A ONE SIDING OR BOX NAILS. 
ONE PER BE ARING, PL ACE 1” 
FROM BOT TOM EDGE.

LEGEND			                                                  	

DESCRIPTION															             

Dolly Varden Patterns are thicker than Bevel and feature a rabbeted [knotched] lower edge. They can be surfaced smooth or saw-
textured. These patterns provide a traditional-style appearance. Allow for a 1/2” over-lap (C) and allow for an approximate 1/8” gap 
when installing patterns 8” and wider (B).

ALIGNMENTS			 

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

1

NAIL TYPES	                            	

PROFILE VIEW			 

1 x 6

1 x 8

1 x 10

1 x 12

21

1A profile view of the pattern 
before installation. (Dolly 
Varden - left; Dolly Varden 
[Thick] - right)

! �WARNING: Do not nail through 
any of the over-lapping pieces.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 20

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

A

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

C

C

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).

B 1/8” = GAP FOR EXPANSION

S TA NDA RD
DOLLY VA RDEN

T HICK
DOLLY VA RDEN

B

S

B SB S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

1/2” RABBETED BEVEL SIDING ROUND EDGE (S1S2E)

FR
0M

PAGE 14

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1/2 x 4 400 3 1/2" - 1.28

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1/2” RABBETED BEVEL SIDING, ROUND EDGE (S1S2E)							      	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 22

P A T T E R N

1/2” RABBETED BEVEL SIDING ROUND EDGE (S1S2E)

1/8”

1/8” 1/2”
1/2”R 3/8”

A

F R 0 M

PAGE 14
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 « EXTERIOR

1/2”

1/8”

1”

 « EXTERIOR

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
DOLLY VARDEN LUMBER PATTERNS | V1.0 

C

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A ONE SIDING OR BOX NAILS. 
ONE PER BE ARING, PL ACE 1” 
FROM BOT TOM EDGE.

LEGEND			                                                  	

DESCRIPTION															             

Dolly Varden Patterns are thicker than Bevel and feature a rabbeted [knotched] lower edge. They can be surfaced smooth or saw-
textured. These patterns provide a traditional-style appearance. Allow for a 1/2” over-lap (C) and allow for an approximate 1/8” gap 
when installing patterns 8” and wider (B).

ALIGNMENTS			 

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

1

NAIL TYPES	                            	

PROFILE VIEW			 

1 x 6

1 x 8

1 x 10

1 x 12

21

1A profile view of the pattern 
before installation. (Dolly 
Varden - left; Dolly Varden 
[Thick] - right)

! �WARNING: Do not nail through 
any of the over-lapping pieces.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 20

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

A

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

C

C

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).

B 1/8” = GAP FOR EXPANSION

S TA NDA RD
DOLLY VA RDEN

T HICK
DOLLY VA RDEN

B

S

B SB S
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

3/4 x 6 391 5 1/2" - 1.17

3/4 x 8 392 7 1/4" - 1.17

3/4 x 10 393 9 1/4" - 1.13

P
A

TTER
N

3/4” RABBETED SAW
-TEXTURED BEVEL SIDING (S1S2E)

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  3/4” RABBETED SAW-TEXTURED BEVEL SIDING (S1S2E)							      	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 23

P A T T E R N

3/4” RABBETED SAW-TEXTURED BEVEL SIDING (S1S2E)

9/32”

11/16”

A

9/32”1/2”
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 « EXTERIOR

1/2”

1/8”

1”

 « EXTERIOR

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
DOLLY VARDEN LUMBER PATTERNS | V1.0 

C

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A ONE SIDING OR BOX NAILS. 
ONE PER BE ARING, PL ACE 1” 
FROM BOT TOM EDGE.

LEGEND			                                                  	

DESCRIPTION															             

Dolly Varden Patterns are thicker than Bevel and feature a rabbeted [knotched] lower edge. They can be surfaced smooth or saw-
textured. These patterns provide a traditional-style appearance. Allow for a 1/2” over-lap (C) and allow for an approximate 1/8” gap 
when installing patterns 8” and wider (B).

ALIGNMENTS			 

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

1

NAIL TYPES	                            	

PROFILE VIEW			 

1 x 6

1 x 8

1 x 10

1 x 12

21

1A profile view of the pattern 
before installation. (Dolly 
Varden - left; Dolly Varden 
[Thick] - right)

! �WARNING: Do not nail through 
any of the over-lapping pieces.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 20

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

A

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

C

C

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).

B 1/8” = GAP FOR EXPANSION

S TA NDA RD
DOLLY VA RDEN

T HICK
DOLLY VA RDEN

B

S

B SB S
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

11/4 x 6 422 5 3/8" - 1.37

11/4 x 8 423 7 1/8" - 1.31

11/4 x 10 424 9 1/8" - 1.23

P
A

T T E R
N

1-1/4” PLAIN SAW
-TEXTURED BEVEL SIDING (S1S2E)

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  11/4” PLAIN SAW-TEXTURED BEVEL SIDING (S1S2E)								       	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 23

P A T T E R N

1-1/4” PLAIN SAW-TEXTURED BEVEL SIDING (S1S2E)

5/16”

1-3/32”

A
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 « EXTERIOR

1”

 « EXTERIOR

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
BEVEL LUMBER PATTERNS | V1.0 

B

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A ONE SIDING OR BOX NAILS. 
ONE PER BE ARING, PL ACE 1” 
FROM BOT TOM EDGE.

LEGEND			                                                  	

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

DESCRIPTION															             

Bevel Patterns include Bungalow or (“Colonial”) patterns which are slightly thicker than Bevel. Either pattern can be used with the 
smooth or saw-faced surface exposed. These patterns provide a traditional-style appearance. When installing, recommend a 1” 
overlap (1). 

ALIGNMENTS			 

Horizontal

Vertical

1

NAIL TYPES	                            	

PROFILE VIEW			 

21

1

A profile view of the pattern 
before installation. (Bevel - left; 
Colonial - right)

! �WARNING: Do not nail through 
any of the over-lapping pieces.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 20

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.  
(OVERL AP)

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

ABO
X N
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L
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NG
 N

AI
L

1/2 x 2

1/2 x 4

1/2 x 5

1/2 x 6

5/8 x 8

5/8 x 10

3/4 x 6

3/4 x 8

3/4 x 10

B

S

B S

B S
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

11/4 x 6 476 5 3/8" - 1.30

11/4 x 8 477 7 1/8" - 1.25

P
A

TTER
N

1-1/4” RABBETED SAW
-TEXTURED BEVEL SIDING (S1S2E)

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  11/4” RABBETED SAW-TEXTURED BEVEL SIDING (S1S2E)							      	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 23

P A T T E R N

1-1/4” RABBETED SAW-TEXTURED BEVEL SIDING (S1S2E)

3/4”
27/64”

39/64”

1-1/32”

23/64” 23/64” 

A
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 « EXTERIOR

1/2”

1/8”

1”

 « EXTERIOR

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
DOLLY VARDEN LUMBER PATTERNS | V1.0 

C

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A ONE SIDING OR BOX NAILS. 
ONE PER BE ARING, PL ACE 1” 
FROM BOT TOM EDGE.

LEGEND			                                                  	

DESCRIPTION															             

Dolly Varden Patterns are thicker than Bevel and feature a rabbeted [knotched] lower edge. They can be surfaced smooth or saw-
textured. These patterns provide a traditional-style appearance. Allow for a 1/2” over-lap (C) and allow for an approximate 1/8” gap 
when installing patterns 8” and wider (B).

ALIGNMENTS			 

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

1

NAIL TYPES	                            	

PROFILE VIEW			 

1 x 6

1 x 8

1 x 10

1 x 12

21

1A profile view of the pattern 
before installation. (Dolly 
Varden - left; Dolly Varden 
[Thick] - right)

! �WARNING: Do not nail through 
any of the over-lapping pieces.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 20

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

A

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

C

C

C 1/2” = LENGTH OF  R ABBET 
(OVERL AP).

B 1/8” = GAP FOR EXPANSION

S TA NDA RD
DOLLY VA RDEN

T HICK
DOLLY VA RDEN

B

S

B SB S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 117 5 3/8" - 1.17

P
A

TTER
N

117

FR
O

M

PAGE 15

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  117 - 1” DROP SIDING													            	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 24

P A T T E R N

117

23/64”

3/8” 2-1/2” 2-1/2”

23/64”

3/8”

A

23/64”

R 23/64”R 23/64”

F R O M

PAGE 15
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 « EXTERIOR

1”

 « EXTERIOR

1/2”

3” » 4”
BETWEEN

1/8”

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

NAILING PATTERNS                      													           
NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDERNOMINAL SIZES			 

A USE SIDING OR BOX  NAILS TO 
FACE NAIL SHIPL AP PAT TERN. 
ONE PER BE ARING

LEGEND			                                                  	

DESCRIPTION															             

Drop Siding patterns are available in 13 patterns with smooth, rough, or saw-textured surface options. Drop siding provides a traditional-
style appearance. This pattern allows for a 1/2” overlap (B). Allow for an approximate 1/8” gap (C) when installing patterns 8” or wider.

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

NAIL TYPES	                            	

PROFILE VIEW			 

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 14

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
A 

B 

C 

B

1

C

1

2

B S

A 

B 

C 

1

A
B S

21

B 1/2” = LENGTH OF  R ABBET. 
(OVERL AP)

C 1/8” = GAP FOR EXPANSION

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

S

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

LUMBER PATTERN DATA SHEET
DROP SIDING LUMBER PATTERNS | V1.0 
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 6 430 5 3/8" - 1.20

P
A

TTER
N

1”X6” 2 LAP (ROUND EDGE) DROP SIDING (S1S2E)

P A T T E R N

1”X6” 2 LAP (ROUND EDGE) DROP SIDING (S1S2E)

A

11/16”

9/32” 23/64” 9/32” 23/64”

2-15/16 2-7/16”

R 1/2” R 1/2”

1/2”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  430 - 1” x 6” 2 LAP (ROUND EDGE) DROP SIDING (S1S2E)							      	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 24

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS
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 « EXTERIOR

1”

 « EXTERIOR

1/2”

3” » 4”
BETWEEN

1/8”

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

NAILING PATTERNS                      													           
NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDERNOMINAL SIZES			 

A USE SIDING OR BOX  NAILS TO 
FACE NAIL SHIPL AP PAT TERN. 
ONE PER BE ARING

LEGEND			                                                  	

DESCRIPTION															             

Drop Siding patterns are available in 13 patterns with smooth, rough, or saw-textured surface options. Drop siding provides a traditional-
style appearance. This pattern allows for a 1/2” overlap (B). Allow for an approximate 1/8” gap (C) when installing patterns 8” or wider.

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

NAIL TYPES	                            	

PROFILE VIEW			 

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 14

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
A 

B 

C 

B

1

C

1

2

B S

A 

B 

C 

1

A
B S

21

B 1/2” = LENGTH OF  R ABBET. 
(OVERL AP)

C 1/8” = GAP FOR EXPANSION

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

S

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

LUMBER PATTERN DATA SHEET
DROP SIDING LUMBER PATTERNS | V1.0 
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

1 x 8 431 7 1/2" - 1.19

P
A

TTER
N

1”X8” 2 LAP (ROUND EDGE) DROP SIDING (S1S2E)

P A T T E R N

1”X8” 2 LAP (ROUND EDGE) DROP SIDING (S1S2E)

R 1/2” R 1/2”
11/16”

3-11/16

19/64” 23/64” 19/64” 1/2” 23/64”

A

3-13/16”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  431 - 1” x 8” 2 LAP (ROUND EDGE) DROP SIDING (S1S2E)							      	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 24
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 « EXTERIOR

1”

 « EXTERIOR

1/2”

3” » 4”
BETWEEN

1/8”

1”

CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

NAILING PATTERNS                      													           
NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDERNOMINAL SIZES			 

A USE SIDING OR BOX  NAILS TO 
FACE NAIL SHIPL AP PAT TERN. 
ONE PER BE ARING

LEGEND			                                                  	

DESCRIPTION															             

Drop Siding patterns are available in 13 patterns with smooth, rough, or saw-textured surface options. Drop siding provides a traditional-
style appearance. This pattern allows for a 1/2” overlap (B). Allow for an approximate 1/8” gap (C) when installing patterns 8” or wider.

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

3/4 x 6

3/4 x 8

3/4 x 10

NAIL TYPES	                            	

PROFILE VIEW			 

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 14

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1 HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2
A 

B 

C 

B

1

C

1

2

B S

A 

B 

C 

1

A
B S

21

B 1/2” = LENGTH OF  R ABBET. 
(OVERL AP)

C 1/8” = GAP FOR EXPANSION

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

BO
X N

AI
L

SI
DI

NG
 N

AI
L

B

S

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

LUMBER PATTERN DATA SHEET
DROP SIDING LUMBER PATTERNS | V1.0 
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

1”X4” E & CV CEILING 
CONVERSION FACTOR 1.26

FR
O

M

PAGE 16

P A T T E R N

1”X4” E & CV CEILING 
CONVERSION FACTOR 1.26

1/4”

15/64”

9/64”
3/32”

3/32”

23/32” R 1/4”

3-3/16”

3-7/16”

3/32”

3/32”
1/8”

9/32”

7/32”

5/16”

1/4”

F R O M

PAGE 16

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE -- 1.26

- - - - -

- - - - -

- - - - -

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” x 4” E & CV CEILING													            	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 25

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE CEILING LUMBER PATTERNS | V1.0 



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

1”X4” E & CV PARTITION
CONVERSION FACTOR 1.26

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE -- 1.26

- - - - -

- - - - -

- - - - -

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” x 4” E & CV PARTITION												           	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 25

P A T T E R N

1”X4” E & CV PARTITION
CONVERSION FACTOR 1.26

1/4”

9/64”
3/32”

1/8”

23/32” R 1/4”

3-3/16”

3-7/16”

1/8”

3/32”
1/8”

9/32”5/16”

9/64”
3/32”

1/8”
3/32”

1-11/32” 1-11/32”1/4”

1/4”

3/32”

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE CEILING LUMBER PATTERNS | V1



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

1”X4” V-PARTITION
CONVERSION FACTOR 1.26

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE -- 1.26

- - - - -

- - - - -

- - - - -

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” x 4” V PARTITION													            	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 25

P A T T E R N

1”X4” V-PARTITION
CONVERSION FACTOR 1.26

1/4”

9/64”
3/32”

1/8”

23/32” R 1/4”

3-3/16”

3-7/16”

1/8”

3/32”
1/8”

9/32”5/16”

9/64”
3/32”

1/8”
3/32”

2-15/16”

1/4”

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE CEILING LUMBER PATTERNS | V1



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

1”X4” BEADED PARTITION
CONVERSION FACTOR 1.26

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE -- 1.26

- - - - -

- - - - -

- - - - -

P A T T E R N

1”X4” BEADED PARTITION
CONVERSION FACTOR 1.26

1/4”

15/64”

9/32”

23/32”

3-3/16”

3-7/16”

3/32”
1/8”

9/32”5/16”

1/4”

R 1/4”

15/64” 1/32” 3/32”
1/8”

R 3/32”

3/32”
2-13/16”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” x 4” BEADED PARTITION												           	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 25

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE CEILING LUMBER PATTERNS | V1



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

1”X4” E & CB CEILING 
CONVERSION FACTOR 1.26

FR
O

M

PAGE 17

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE -- 1.26

- - - - -

- - - - -

- - - - -

P A T T E R N

1”X4” E & CB CEILING 
CONVERSION FACTOR 1.26

1/4”

15/64”

9/32”

23/32”

3-3/16”

3-7/16”

7/32”

9/32”5/16”

1/4”

R 1/4”

15/64” 1/32” 3/32”
1/8”

R 3/32”

1-7/32”

1/32”

1-7/32”
3/32”

R 3/32”

3/8”

F R O M

PAGE 17

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” x 4” E & CB CEILING													           	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 26

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE CEILING LUMBER PATTERNS | V1



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

5/8”X4” E & CB CEILING 
CONVERSION FACTOR 1.26

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE -- 1.26

- - - - -

- - - - -

- - - - -

P A T T E R N

5/8”X4” E & CB CEILING 
CONVERSION FACTOR 1.26

9/32”

3-3/16”

3-3/8”

3/16”

R 3/32”
1/32” 3/64”

1/8”

1-7/32”

1/32”

1-7/32”
3/32”

R 3/32”

3/8”

7/32”1/4”

11/64”

9/16”

3/16”

3/16”

3/16”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  5/8” x  4” E & CB CEILING												           	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 26

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE CEILING LUMBER PATTERNS | V1



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

1”X6” E & CB CEILING (S2S & CM E & CB1S) 
CONVERSION FACTOR 1.26

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE -- 1.26

- - - - -

- - - - -

- - - - -

P A T T E R N

1”X6” E & CB CEILING (S2S & CM E & CB1S) 
CONVERSION FACTOR 1.26

1/4”

15/64”

9/32”

23/32”

5-1/8”

5-3/8”

7/32”

9/32”5/16”

1/4”

R 1/4”

15/64” 1/32” 3/32”
1/8”

R 3/32”

2-3/16”

1/32”

3/32”

R 3/32”

3/8” 2-3/16”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  1” x 6” E & CB CEILING (S2S & CM E & CB1S)									        	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 26

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE CEILING LUMBER PATTERNS | V1



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

5/8”X4” V-CEILING
CONVERSION FACTOR 1.26

FR
O

M

PAGE 18

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE -- 1.26

- - - - -

- - - - -

- - - - -

P A T T E R N

5/8”X4” V-CEILING
CONVERSION FACTOR 1.26

3-3/16”

3-3/8”

3/16”

R 3/32”
5/64”
3/32”

7/32”1/4”

11/64”

9/16” 3/16”

3/16”

1/8” 1/8”
2-15/16”

3/32”
3/32”

F R O M

PAGE 18

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  5/8”  x  4” E V-CEILING													           	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 27
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LUMBER PATTERN DATA SHEET
TONGUE & GROOVE CEILING LUMBER PATTERNS | V1



 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

5/8”X4” V-PARTITION
CONVERSION FACTOR 1.26

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE -- 1.26

- - - - -

- - - - -

- - - - -

P A T T E R N

5/8”X4” V-PARTITION
CONVERSION FACTOR 1.26

9/32”

3-3/16”

3-3/8”

3/16”

R 3/32”
1/32” 3/64”

1/8”

3/32”
2-13/16”

7/32”1/4”

11/64”

9/16”

3/16”

3/16”

3/16”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  5/8”  x  4” E V-PARTITION												           	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 27
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 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 02LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

5/8”X4” E & CV-CEILING
CONVERSION FACTOR 1.26

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE -- 1.26

- - - - -

- - - - -

- - - - -

P A T T E R N

5/8”X4” E & CV-CEILING
CONVERSION FACTOR 1.26

3-3/16”

3-3/8”

3/16”

R 3/32”
5/64”
3/32”

7/32”1/4”

11/64”

9/16” 3/16”

3/16”

1/8” 1/8”
1/ 4”

3/32”
3/32”

3/32”

1-11/32” 1-11/32”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  5/8” x  4” E & CV CEILING												           	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 27
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 « EXTERIOR

3” » 4”
BETWEEN

 « EXTERIOR CONTENT SOURCE INSTALL ATION RECOMMENDATIONS & NAILING PAT TERNS PROVIDED BY W WPA .

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE LUMBER PATTERNS | V1.0 

NAILING PATTERNS                      													           

A 

B 

C 

NAILING PATTERNS  
6” AND NARROWER

NAILING PATTERNS 
8” AND WIDER

A 

B 

C 

PLAIN PLAIN

NOMINAL SIZES			 

A USE CASING NAIL TO BLIND 
NAIL T&G PAT TERNS. ONE PER 
BE ARING.

LEGEND			                                                  	

DESCRIPTION															             

Tongue & Groove (‘T&G’) Patterns are available in a variety of patterns. T&G lends itself to different aesthetic effects and a variety of 
surface options. The sizes provided here (below left) are for plain Tongue & Groove patterns. 

ALIGNMENTS			 

Place tongued edge UP in 
horizontal applications.

Horizontal

Vertical

1 x 4

1 x 6

1 x 8

1 x 10

1 x 12

1

2

NAIL TYPES	                            	

PROFILE VIEW			 

21

A profile view of the pattern 
before installation.

! �WARNING: Do not nail through 
any of the over-lapping pieces.

FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK STARTING ON PAGE 06

POSITION LOWER NAIL 1” 
FROM THE BOT TOM.

1

1

NAILS MUST PENETRATE 1 1/2” 
INTO SOLID WOOD.1

A

HOUSE WR APA 

SHE ATHINGB 

STUDC 

 « EXTERIOR

SIDING

 « EXTERIOR

NAIL DEPTH

NAIL

NOTE: T&G Patterns 
may be ordered with 
1/4”, 3/8”, or 7/8” 
tongues. For wider 
widths, specify the 
longer tongue and 
pattern at the time of 
order.

CA
SI

NG
 N

AI
L

BO
X N

AI
L

SI
DI

NG
 N

AI
L

CASING NAIL - Small 
tapered head; smooth shaft.

BOX NAIL - Wide head flat, 
smooth shaft.

SIDING NAIL - Wide flat 
head, ribbed shaft.

USE TWO SIDING OR BOX 
NAILS PER BE ARING 3 - 4” 
APART.

2

B

S

C

C

B S
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

2 x 6 482 5 3/8" 3" 2.40

2 x 8 484 7 1/8" 6 3/4" 2.37

P
A

TTER
N

2” T&G DECKING (S2S-CM)

FR
O

M

PAGE 19

P A T T E R N

2” T&G DECKING (S2S-CM)

15/32”13/32”1-1/2” 7/16”

17/32”

17/32” 33/64”

33/64”

A

B

R 7/32”

3/8”

F R O M

PAGE 19

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  2” T&G DECKING (S2S-CM)												           	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 28
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

2 x 6 486 5 3/8" 5" 2.40

2 x 8 487 7 1/8" 6 3/4" 2.37

2 x 10 488 9 1/8" 8 3/4" 2.29

2 x 12 489 11 1/8" 10 3/4" 2.23

P
A

TTER
N

2” T&G DECKING (S2S-CM)

P A T T E R N

2” T&G DECKING (S2S-CM)

1/4”

15/32”13/32”1-1/2” 7/16”

17/32”

17/32” 33/64”

33/64”

A

B

R 7/32”

3/8”

1/4”

1/4”

1/4”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  2” T&G DECKING (S2S-CM) 1/4” V											          	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 28

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

2 x 6 - 5 3/8" 5" 2.40

P
A

TTER
N

2” CHANNEL DECKING

FR
O

M

PAGE 20

P A T T E R N

2” CHANNEL DECKING

1-1/2” 7/16”

17/32”

17/32”

3/8”

A

B

1/2”

1/2”

1/2”

7/16”

1-1/4”

F R O M

PAGE 20

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  2” CHANNEL DECKING													            	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 29
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

2 x 6 - 5 3/8" 5" 2.40

2 x 8 - 7 1/8" 6 3/4" 2.37

2 x 10 - 9 1/8" 8 3/4" 2.29

2 x 12 - 11 1/8" 10 3/4" 2.23

(P
A

TTER
N

2” (S2S-CM) E (V1S) DECKING

( P A T T E R N

2” (S2S-CM) E (V1S) DECKING

1/4”

1-1/2” 7/16”

17/32”

17/32”

R 7/16”

3/8”

3/16”

1/4”

3/16”
1/2”

1/2”

1/2”

7/16”

A

B

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  2” DECKING (S2S CM E V1S) 1/4” V											          	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 29
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

2 x 6 - 5 3/8" 5" 2.40

2 x 8 - 7 1/8" 6 3/4" 2.37

2 x 10 - 9 1/8" 8 3/4" 2.29

2 x 12 - 11 1/8" 10 3/4" 2.23

(P
A

TTER
N

2” FLOORING (S2S & CM)

( P A T T E R N

2” FLOORING (S2S & CM)

1-1/2” 7/16”

17/32”

17/32”

R 7/16”

1/2”

1/2”

1/2”

3/8”

A

B

7/16”

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  2” FLOORING (S2S & CM)												           	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 30
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SCAN HERE

Get a digital copy of our 
Lumber Pattern Book by 
scanning the QR Code or 
by visiting our website at: 

westernwoodsinc.com

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

P
A

TTER
N

2” SHIPLAP

FR
O

M

PAGE 21

P A T T E R N

2” SHIPLAP

3/4”

3/4”

3/4”

3/4”

A

B1/2”

1/2”

1-1/2”

F R O M

PAGE 21

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

2 x 6 - 5 1/2" 5" 2.40

2 x 8 - 7 1/4" 6 3/4" 2.37

2 x 10 - 9 1/4" 8 3/4" 2.29

2 x 12 - 11 1/4" 10 3/4" 2.23

INSTALLED VIEW						      SIZE OPTIONS								       PROFILE VIEW		

LUMBER  
PROFILE 			  2” SHIPLAP														             	         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 30
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«� ��SCAN HERE	  
Get a digital copy of our Lumber 
Pattern Book by scanning the QR 
Code or by visiting our website at: 
westernwoodsinc.com

PATTERN CUSTOMIZATION	  

If you would like get a modified version this 
pattern, or to get a completely custom pattern, 
call our sales team at 800-824-4100.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

P A T T E R N

3” FLOORING (S2S & CM)

7/8”

3/4”

7/8”

2-1/2”

27/32”

13/16”

27/32”

7/16”R 3/4”

A

B 3/8”

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

3 x 6 - 5 3/8" 5" 3.60

3 x 8 - 7 1/8" 6 3/4" 3.56

3 x 10 - 9 1/8" 8 3/4" 3.43

3 x 12 - 11 1/8" 10 3/4" 3.35

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE FLOORING & DECKING LUMBER PATTERNS | V1

INSTALLED VIEW				  

SIZE OPTIONS								      

LUMBER  
PROFILE

											         

3” FLOORING (S2S & CM)										         FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 31
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«� ��SCAN HERE	  
Get a digital copy of our Lumber 
Pattern Book by scanning the QR 
Code or by visiting our website at: 
westernwoodsinc.com

PATTERN CUSTOMIZATION	  

If you would like get a modified version this 
pattern, or to get a completely custom pattern, 
call our sales team at 800-824-4100.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE FLOORING & DECKING LUMBER PATTERNS | V1

P A T T E R N

3”X6” WP-305-A

2-1/2” 1-1/8”

3/8”

5/16”

3/8”

5/16”

5/16” 5-1/4”
FACE

5-9/16”

3/16”

1/4”

5˚

5˚

3/8”

9/32”

7/16”

1-1/16”

7/16”

9/32”

R 1/8”
 T YPICALT YP. 4

PLCS

F R O M

PAGE 22

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE --

- - - - -

- - - - -

- - - - -

INSTALLED VIEW				  

SIZE OPTIONS								      

LUMBER  
PROFILE

											         

WP-305-A - 3” x 6” FLOORING (S2S & CM)							      FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 31

V ISI T US ONL INE  w w w.wester nwoodsinc.com  |  C A LL US   (80 0) 824-410 0 01LUMBER PAT T ERN PRODUC T DATA SHEE T v1.0  |  WE S T ERN WOODS



«� ��SCAN HERE	  
Get a digital copy of our Lumber 
Pattern Book by scanning the QR 
Code or by visiting our website at: 
westernwoodsinc.com

PATTERN CUSTOMIZATION	  

If you would like get a modified version this 
pattern, or to get a completely custom pattern, 
call our sales team at 800-824-4100.

DISCL A IMER :   T he  dimensions  of  the  del ivered  produc t  is  subjec t  to  change  due  moisture  
var iat ions  ex per ienced  by  the  produc t  dur ing  the  dr y ing  proce s s,  s tor age,  or  t r anspor t at ion.  
Si te  environment al  condit ions  al so  apply.  See  page  36  for  addit ional  infor mation.  Mil l ing  
var iat ions  apply.  Consult  your  l oc al  buil ding  code  for  tol er ance s  and  specif ic s .

» NO T E: Dimen sioned p at ter n dr aw ings ar e dr aw n to s c al e and pr e s ented at 10 0 % unl e s s ot her w is e indic ated.

LUMBER PATTERN DATA SHEET
TONGUE & GROOVE FLOORING & DECKING LUMBER PATTERNS | V1

NOMINAL SIZE PATTERN NO. A B CONVERSION FACTOR

 -- SEE DOCUMENTED SIZE DATA ABOVE -- 4.57

- - - - -

- - - - -

- - - - -

P A T T E R N

4”X6” WP-305-A
CONVERSION FACTOR 4.57

5-1/4”
FACE

5-9/16”

5˚

5˚

R 1/8”
 T YPICALT YP. 4

PLCS

5/16”

3/8”

3-1/2” 1-27/32”

3/8”

29/64”

3/8”

29/64”
3/16”

1/4”

27/64”

7/16”

1-25/32”

7/16”

27/64”

INSTALLED VIEW				  

SIZE OPTIONS								      

LUMBER  
PROFILE

											         

WP-305-A - 4” x 6” FLOORING (S2S & CM)							      FIND THIS PATTERN IN OUR LUMBER PATTERN BOOK ON PAGE 32
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